
PROFILE OF U-SEALS 
 
 

 Type Section Material Hardness 
Shore A 

Adaptable
Temp°C Pressure

UN L-93 90 ± 2 -20~100 35Mpa 

D-4 L-93 90 ± 2 -20~100 35Mpa 

D-6 L-93 90 ± 2 -20~100 40Mpa 

Piston 
Rod Seal 

D-7 L-93 90 ± 2 -20~100 40Mpa 

D-1 L-98 95 ± 2 -20~100 40Mpa 

Piston Seal 

D-8 M-95 95 ± 2 -20~100 40Mpa 

D-2 L-98 95 ± 2 -20~100 40Mpa 

Rod Seal 

D-3 L-98 95 ± 2 -20~100 40Mpa 

 
 
 



PROFILE OF U-SEALS 
 
 

 Type Section Material Hardness 
Shore A 

Adaptable
Temp°C Pressure

D-9 M-95 95 ± 2 -20~100  

DH L-93 90 ± 2 -20~100  

DH-03 L-93 90 ± 2 -20~100  

DH-04 L-93 90 ± 2 -20~100  

DH-05 L-93 90 ± 2 -20~100  

Dust 
Wiper 

DH-07 L-93 90 ± 2 -20~100  

Buffer Ring D-10 M-95 95 ± 2 -20~100 50Mpa 

Rotary 
Seal D-14 L-98 95 ± 2 -20~100  

 
 
 



PROFILE OF U-SEALS 
 
 

 Type Section Material Hardness 
Shore A 

Adaptable
Temp°C Pressure

ME-1 K-90 95 ± 2 -20~100  

ME-1N K-90 90 ± 2 -20~100  

ME-2 K-90 90 ± 2 -20~100  

ME-3 K-90 90 ± 2 -20~100  

ME-4 K-90 90 ± 2 -20~100  

ME-5 K-90 90 ± 2 -20~100  

Metal Clad 
Wiper 

ME-8 K-90 90 ± 2 -20~100  
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